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Sr. No. Characteristics Specifications Results 

1 Apperance White powder White powder 

2 % Water Solubles Max. 0.5 % 0 .4% 

3 pH of 10% aq.Suspention 6 - 8 6 .6 
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ARIHANT CHEMICAL CORPORATION  
                                         &   J.J ENTERPRISE  
For paints / inks / plastic / Rubber industries Raw material available with us under self import / 
Manufacturing / Trading.  

             Zinc Phosphate :- Specification  
 

IName of Product Zinc   Phosphate 

 

 

   

 

 

 

 4 Residue on 350 mesh Max. 0.5%  0.3% 

5 Oil absorption 17 - 21 w/w  ,,. 20.70w/w 
w 

6 Los on ignition Max 12 %  9.80% 

7 Specific gravity at 30 deg. C 3.30 - 3 .50  3.4 

8 Zn Content on ignition 50 % - 52 %  50.30% 

9 Po Content 47.00 % To 50.00 %  48 .75% 

10 % Moisture  content Max. 1.0%  0.40% 

11 Solubility in 10% A cetic Clear Soln.  clear soln. 

  Acid soln. at 80'C.   
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Regd Off: - Plot no 24 Block no .5, 1st floor, Behind Aurora cinema , opp Sahakari bhandar, Matunga 
(C.R) Mumbai – 400019 
Administration /correspondence  Office :- Plot No. 319,Room No.3, Ranchoddas Terrace building ,sir 
Bhalchandra Road, opp  Hira House, Near Chhatre Maternity Hospital, Matunga (C.R) Mumbai – 400019 Tel :- +91 
22 24148378 / 24146390 

              Mob :- MR NILESH MEHTA +91 9820142066 / +91 8850378208/+91 9029042066 
              Email Id :-    info@arihantchemcorp.com, or   nilesh@arihantchemcorp.com   
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